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SECTION 2.86 - DRAINAGE TRENCH EXCAVATION, ROCK IN DRAINAGE TRENCH EXCAVATION


2.86.01—Description
2.86.03—Construction Methods
2.86.04—Method of Measurement
2.86.05—Basis of Payment
  2.86.01—Description:  Drainage trench excavation consists of the excavation necessary for the proper installation of drainage structures, pipes, pipe ends and any other incidental drainage items.
  It shall include earth and rock excavation, removal of existing pipes, dewatering, backfill, and disposal of materials; to the trench limits described herein, to the dimensions shown on the plans, or as directed by the Engineer.
  Classifications:
(1)	Drainage Trench Excavation will include only the excavation necessary for the construction of the drainage items and the removals specified above.
(2)	Rock in Drainage Trench Excavation, insofar as it applies to drainage trench excavation, shall be defined as 1/2 cubic yard or more in volume of the following obstructions removed from the limits of the drainage trench:
(a) rock in definite ledge formation
(b) boulders, or portions of boulders
(c) cement masonry structures
(d) concrete or reinforced concrete structures
(e) reinforced concrete pipe
(f) subsurface concrete pavement or concrete base
  The removal shall be as indicated or directed from within the limits defined in 2.86.03 for drainage trench excavation.
  2.86.03—Construction Methods:
(1)	Drainage Trench Excavation Limits:
  Horizontal Limits:	Trench widths for pipes, pipe ends, pipe-arches, and drainage structures shall be as follows:
(a)	2 feet greater than the nominal inside diameter of circular pipe or nominal inside span of elliptical pipe or pipe-arch for such diameters or spans of less than 30 inches
(b)	3 feet greater than the nominal inside diameter of circular pipe or the nominal inside span of elliptical pipe or pipe-arch for such diameters or spans that are 30 inches or greater
(c)	4 feet greater than the nominal inside diameter or nominal horizontal inside span for pipe-arches fabricated from structural plates
(d)	2 feet beyond the neat lines of all exterior or foundation walls of drainage structures
  Vertical Limits:	Trench depths shall extend vertically as follows:
(a) From the bottom of the trench to the bottom of the roadway excavation, or in areas away from roadway excavation, to the top of existing ground surface.
(b) Where drainage pipe is to be laid in a fill area, the embankment shall be placed and compacted to a minimum elevation 12 inches above the top of the proposed pipe, whereupon the drainage trench excavation shall be performed and the pipe installed.
(2)	Drainage Trench Excavation:  Drainage trench excavation shall be made in conformity with the requirements of the plans, or as directed by the Engineer.  The Contractor shall furnish and employ such shores, braces, pumps, or ancillary equipment as needed for the proper protection of property, proper completion of the work, as well as safety of the public and employees of both the Contractor and the Department.  All bracing and shoring shall be removed when no longer required for the construction or safety of the work.  When required, the Contractor shall provide or have on the Site at all times any OSHA certification for equipment to be used, per 1.07.07.  For support of trenches greater than 10 feet in depth, working drawings shall be submitted, in accordance with 1.05.02.  The Contractor shall control erosion and sedimentation at trench locations and ensure that pumped water from the drainage excavation is discharged in accordance with the requirements of 1.10.
  Where a firm foundation is not encountered at the grades established due to unsuitable material, such as soft, spongy, or unstable soil, the unsuitable material shall be removed and replaced with approved backfill, thoroughly compacted in lifts not to exceed 6 inches, for the full trench width.  The Engineer shall be notified prior to removal of the unsuitable material in order to determine the depth of removal necessary.
  After the excavation is complete, the Contractor shall notify the Engineer and 
no drainage structure or material shall be placed in the excavated area until the Engineer has approved the depth of excavation and the character of the foundation material.
(3)	Rock in Drainage Trench Excavation:
(a) Rock in Drainage Trench Excavation - Ledge:  When rock in definite ledge form is encountered, the Contractor shall excavate a minimum of 12 inches below the bottom of the proposed pipe or drainage structure; and this depth shall be filled with bedding material (as specified in M.08.03-1) below the proposed pipe; or granular fill (as specified in M.02.01) below the proposed drainage structure, which shall be thoroughly compacted in lifts not to exceed 6 inches.
(b) Rock in Drainage Trench Excavation - Boulders:  When boulders are encountered, the Contractor shall remove them from the trench and if backfill is required, the void shall be filled with bedding material, surplus excavated material (as specified in 2.02.03-8) or granular fill which shall be thoroughly compacted in lifts not to exceed 6 inches.
(c) Rock in Drainage Trench Excavation –Structures:  When cement masonry, concrete or reinforced concrete structures are encountered within the drainage trench limits, the Contractor shall remove the structure in its entirety or as directed by the Engineer, and if backfill is required, the void shall be filled with bedding material, surplus excavated material or granular fill which shall be thoroughly compacted in lifts not to exceed 6 inches.
(4)	Backfill:  Suitable material excavated from the drainage trench shall be used as backfill material prior to consideration of using any other source of backfill.  Backfill material used shall be of a quality satisfactory to the Engineer and shall be free from large or frozen lumps, wood and other extraneous material.  Rock fill or stones larger than 5 inches shall not be placed within 1 foot of the drainage structure or pipe.  The grading shall be completed to the lines shown on the plans, or as ordered, by refilling to the required elevation with approved material, placed in layers not to exceed 6 inches in depth after compaction, which shall be thoroughly compacted with equipment approved by the Engineer.
  All surplus or unsuitable material shall be removed and disposed of as directed.  Should additional material be required for backfilling, it may be obtained from the Project surplus excavation in accordance with 2.02.03-8 or from borrow pits, gravel pits, or elsewhere as directed by the Engineer.
  2.86.04—Method of Measurement:
  Drainage Trench Excavation:  Drainage trench excavation will not be measured for payment.
  If granular fill or borrow is required to replace unsuitable material it will be measured for payment as directed by the Engineer.
  Rock in Drainage Trench Excavation:  If any material meeting the definition of Rock in Drainage Trench Excavation is encountered, the Contractor shall strip it of sufficient overlying material to allow for proper measurement and shall then notify the Engineer that the rock surface is ready for measurement.  If the Contractor fails to give such notice, the Engineer will presume that the measurements taken at the time the Engineer first saw the material in question will give the true quantity of excavation.
  Rock in Drainage Trench Excavation will be measured according to the classification provided in 2.86.01 and within the drainage trench excavation limits provided in 2.86.03.
  For the removal of underground obstructions, as classified in 2.86.01-2, the measurement shall be the actual volume of rock removed (1/2 cubic yard or more) as approved by the Engineer.
  Rock in Drainage Trench Excavation will not be measured for payment in fills.
  Bedding Material or other suitable fill, as specified in 2.86.03(3), used to fill voids after rock is excavated will not be measured for payment.
  2.86.05—Basis of Payment:
  Drainage Trench Excavation:  There will be no direct payment for drainage trench excavation required for the installation of drainage pipes, pipe ends, catch basins, drop inlets, manholes, and other drainage structures, or any other incidental drainage work including materials, tools, equipment and labor necessary to complete the drainage trench excavation in conformity with the plans or as directed by the Engineer.
  There will be no direct payment for backfill or disposal of surplus material necessary for the satisfactory completion of this work.
  There will be no direct payment made for shoring, bracing, dewatering, or for material or equipment necessary for the satisfactory completion of the work.
  Where called for on the plans to install temporary earth retaining systems for the support of existing facilities, pavement, utilities, or for other constraints, payment will be made in accordance with such items in the Contract.
  If granular fill or borrow is used to replace unsuitable material, payment will be made at the respective Contract unit prices, or in the absence of such items in the Contract, as Extra Work in accordance with 1.04.05.
  Rock in Drainage Trench Excavation:  When rock, conforming to the description in 2.86.01 is encountered within the limits of drainage trench excavation, its removal will be classified and paid for at the Contract unit price per cubic yard for "Rock in Drainage Trench Excavation 0' – 10' Deep," or "Rock in Drainage Trench Excavation 0' – 20' Deep," as the case may be.
  Those portions of drainage trench excavation classified and paid for as "Rock in Drainage Trench Excavation" of the various depths will be the actual volumes of rock excavated within the limits for drainage trench excavation, at the applicable bottom depth price.
  Where no item or items for "Rock in Drainage Trench Excavation" at the applicable depth appear in the proposal and rock is encountered in drainage trench excavation, its removal will be paid for as Extra Work in accordance with 1.04.05.
  When excavation is necessary in fill, no such excavation will be paid for as "Rock in Drainage Trench Excavation." 
  When excavation is necessary for any purpose other than drainage-related items, no such excavation will be paid under this item.
  Bedding material or any other suitable material used to fill voids vacated by excavated rock will not be paid for but shall be included in the unit price per cubic yard for "Rock in Drainage Trench Excavation."

  Pay Item	Pay Unit
Rock in Drainage Trench Excavation 0' - 10' Deep	c.y.
Rock in Drainage Trench Excavation 0' - 20' Deep	c.y.
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