REV 3/8/18 


section 6.03 - structural steel
  Section 6.03 is amended as follows:
  6.03.03—Construction Methods:  Revise Subarticle 4(f) “High Strength Bolted Connections” as follows:
Replace the first paragraph and Table A:  "Minimum Bolt Tension in kips" with the following:
"  The assembly of structural connections using high-strength bolts shall be installed so as to develop the minimum required bolt tension specified in Table A.  The Manufacturer’s certified test report; including the rotational capacity test results must accompany the fastener assemblies.  Fastener Assemblies delivered without the certified reports will be rejected.

Table A:  Minimum Bolt Tension in kips*

	Bolt Diameter (Inches)
	ASTM F3125

Grade A325
	ASTM F3125

Grade A490

	5/8
	19
	24

	3/4
	28
	35

	7/8
	39
	49

	1
	51
	64

	1 1/8
	64
	80

	1 1/4
	81
	102

	1 3/8
	97
	121

	1 1/2
	118
	148


*Equal to 70% of specified minimum tensile strength of bolts (as specified in ASTM Specifications for tests of full‑size F3125  Grade A 325 and F3125 Grade A 490 bolts with UNC threads, loaded in axial tension) rounded to the nearest kip.

Revise the last sentence of the sixteenth paragraph, "Rotational-Capacity Tests" as follows:
"  When performed in the field, the procedure shall meet the requirements of ASTM F3125 Annex A2."
In Table C, insert the word "Grade" in the third row before every occurrence of "A325" and "A490."
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