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ITEM #0822042A - TEMPORARY GLARE SCREEN MODULAR UNITS

ITEM #0822043A – RELOCATED TEMPORARY GLARE SCREEN MODULAR UNITS

Description:  

This item shall consist of furnishing and installing a glare screen consisting of modular units with blades spaced as recommended by the manufacturer on Concrete Barrier Curb at locations as shown on the plans or as directed by the Engineer.  This item shall also include relocating, removing and maintaining temporary glare screen.  The glare screen shall be used during stages of construction as indicated on the plans or as directed by the Engineer.

Materials:

The glare screen units shall be modular units consisting of vertical blades and a horizontal base rail.  The modular units shall be manufactured and assembled in various lengths, so the cumulative nominal length of the modular units shall equal the length of the individual sections of concrete barrier curb, so that the joint between barrier sections will not be spanned by any one unit.

The glare screen system shall be manufactured from durable impact resistant, non-warping, non-metallic polymeric materials.

Glare screen blades shall be 6” to 9” in width, green in color and have a length of 30”.

Construction Methods:  

Every 40 feet a modular blade shall have a 3”x3” piece of Type V or Bright Wide Angle reflective sheeting.  (Yellow on the left side of the travelway and white on the right side of the travelway).  The center of the marker shall be 48 inches above the base of the Concrete Barrier Curb.  The attachment of the modular units to the concrete barrier curb sections shall be as specified by the manufacturer.  The modular units shall be installed so that the joint between barrier sections will not be spanned by any one unit.

The temporary modular glare screen shall be maintained by the Contractor during all stages of construction.  Any damaged material shall be removed and replaced by the Contractor at its expense.

The Contractor shall relocate the temporary modular glare screen and its appurtenances to the locations within the project limits as shown on the plans or as ordered by the Engineer.  When the temporary modular glare screen is no longer required, it will be removed from the project and become the property of the Contractor.

Method of Measurement:  

This item will be measured for payment by the actual number of linear feet of temporary modular glare screen in use at any one time of the size and color specified, furnished, installed, and accepted.

Relocated temporary modular glare screen will be measured by the actual number of linear feet relocated each time the screen has been satisfactorily relocated as directed by the Engineer, including to and from the storage area.  Storage of temporary modular glare screen will not be measured for payment.

Basis of Payment:  

This work will be paid for at the contract unit price per linear foot for “Temporary Glare Screen Modular Units” complete in place, which price shall include all furnishings, transportation, initial installation, final removal, storage, materials, disposal of the units and yellow or white reflective tape marker and all materials, equipment, tools, and labor incidental thereto.

The relocation of the temporary modular glare screen will be paid for at the contract unit price per linear foot for “Relocated Temporary Glare Screen Modular Units” which price shall include all transportation, temporary storage, relocation, materials, equipment, tools, and labor incidental thereto.
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