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ITEM #1009300A ‑ STEEL JUNCTION BOX COVER

DESCRIPTION:  This work shall consist of replacing a missing or damaged steel junction box cover on a bridge parapet/wingwall or retaining wall, with a new galvanized steel cover (with gasket and cover bolts) in accordance with this special provision.

MATERIALS:  The steel junction box cover shall be a minimum ¼” steel conforming to the requirements of ASTM ‑ A36 and shall be hot‑dip galvanized conforming to the requirements of ASTM ‑ A123. The dimensions of the cover shall be applicable to the existing junction box on which it is to be installed.  The cover shall properly fit within the recessed front opening of the existing junction box.  

The cover shall be attached with stainless steel socket cap bolts of the size and dimension required to match the existing threaded bolt holes in the existing cast iron junction boxes.

Replacement gaskets shall be neoprene.

CONSTRUCTION METHODS:  The Contractor shall replace a missing or damaged steel junction box cover on a bridge parapet/wingwall or retaining wall, with a new galvanized steel cover with gasket and cover bolts.

All existing bolt holes shall be properly cleaned prior to installing the new cover bolts.  If an existing cover bolt is broken off in the bolt hole the Contractor may omit the installation of a new bolt in this bolt hole provided the overall quantity of bolts installed is at least equal to 50% of the bolt holes in the junction box, and provided there will be at least one bolt installed in each side of the cover plate. 

If necessary, the Contractor shall extract/drill-out a broken cover bolt and re-tap the threads in the bolt hole so that the new cover bolt can be properly installed.  Anti-seize compound shall be applied to all installed cover bolts.

 The removed covers shall be disposed of by the Contractor.

METHOD OF MEASUREMENT:  This work will be measured for payment by the number of steel junction box covers replaced, complete and accepted in place.

BASIS OF PAYMENT:  This work will be paid for at the contract unit price each for "Steel Junction Box Cover" of the size required complete and accepted in place, which price shall include cover, gasket, screws, removal and disposal of existing cover, drilling and tapping, anti-seize compound, and all materials, tools, equipment and labor incidental thereto.    
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