
ITEM NO. 0101128A - SECURING, CONSTRUCTION AND DISMANTLING OF A WASTE STOCKPILE AND TREATMENT AREA

Description:

Work under this Item shall consist of the securing, construction and dismantling of the temporary Waste Stockpile Area at the location designated on the Project Plans and in accordance with the Contract.  All controlled materials excavated during construction activities shall be stockpiled in the WSA.  The WSA shown on the Plans is to be used exclusively for temporary stockpiling of excavated materials from within Project AOECs (or surplus materials excavated from the LLAOECs) for determination of disposal classification.

Materials:

The required materials are detailed on the Project Plans.  All materials shall conform to the requirements of the Contract.

Construction blocks shall be solid precast rectangular concrete six feet in length, three in height, and two feet in depth. 

Polyethylene plastic sheeting for underlayment shall be a thickness of 30 mil and minimum width of ten feet.  

Sand bags used to secure polyethylene sheeting soil covers shall have a minimum weight of thirty pounds.

Bedding sand shall conform to Article M.08.03 of the Specifications.
 
Processed Aggregate Base shall conform to Section 3.04 of the Specifications.

Hay bales shall conform to the requirements of Section 2.19.02 of the Specifications.

Bituminous Concrete shall conform to Section 4.06 of the Specifications.

Roll-off/Storage Containers shall be of watertight, steel-body construction, of the size specified and able to handle the storage and subsequent transportation of material to the disposal facility.

Temporary Precast Concrete Barrier Curb shall conform to Section 8.22.02 of the Specifications.

Construction Methods:

The WSA shall be constructed in accordance with the Contract at the location shown on the Project Plans.

Construction of the WSA shall be completed prior to the initiation of construction activities generating Controlled Materials.  The Contractor is responsible for the maintenance and protection of all utilities potentially affected during WSA construction.  The Contractor shall locate and mark all existing utilities potentially affected prior to initiating WSA construction.

The proposed location of the WSA shall be cleared of any debris and vegetation as directed by the Engineer.  Any objectionable materials, which may result in damage to the polyethylene sheeting underlayment, shall be removed prior to stockpiling excavated controlled materials.

The Contractor shall comply with the terms and conditions of the DEEP “General Permit for Contaminated Soil and/or Sediment Management (Staging and Transfer)”, including the General Operating Conditions and the Specific Operating Conditions, except that the Engineer will conduct all soil/sediment characterization and perform all record keeping.  In particular, the Contractor shall:

1. Construct and repair the WSA in conformance with the requirements of the General Permit.
2. Prevent unauthorized entry onto the stockpiles by the use of fences, gates, or other natural or artificial barriers.
3. Install anti-tracking measures at the WSA to ensure the vehicles do not track soil from the WSA onto a public roadway at any time.
4. Post and maintain a sign that is visible from a distance of at least 25’ at the WSA identifying the name of the permittee (State of CT, Department of Transportation), the DOT field office phone number, the hours of operation for the WSA, and the phrase, “Temporary Soil Staging Area”.  Lettering shall be at least one inch (1”) high with a minimum overall sign dimension of four (4) feet wide by two (2) feet high.  Such sign is only required if the capacity of the WSA is equal to or greater than 1,000 cubic yards. If initially the WSA capacity is less than 1,000 c.y. and the WSA capacity is subsequently increased, the Contractor shall post and maintain the required sign at no additional cost to the State, prior to stockpiling the additional material.

Following the removal of all stockpiled material, the Contractor shall use dry decontamination procedures for all surfaces of the WSA as directed by the Engineer. Residual materials shall be disposed of as Controlled Materials.  If the results from dry methods are unsatisfactory to the Engineer, the Contractor shall modify decontamination procedures as required.

The Contractor shall be responsible for the collection and treatment/recycling/disposal of any liquid wastes that may be generated by its decontamination activities in accordance with applicable regulations.

Upon completion of the Project and following removal of all residual Controlled Materials, the Contractor shall dismantle the WSA and return the area to original condition.  During dismantling, the Contractor shall remove all materials such as polyethylene sheeting and sand bags.  Materials shall be disposed of by the Contractor as solid waste in accordance with the Contract and all Federal, State and local regulations.

Operation and maintenance of the WSA shall be included under Item 0101117A “Controlled Material Handling.” 

Method of Measurement:

This work will be measured for payment at the Lump Sum cost for securing, construction, and dismantling of a WSA.

Basis of Payment:

This work will be paid for at the Contract Lump Sum, which shall include all materials, tools, labor, equipment, permits, and work needed to secure, construct, decontaminate and dismantle the WSA, including all clearing, grubbing, grading, clean up, site restoration and seeding.

All materials, labor and equipment associated with compliance with the General Permit for Contaminated Soil and/or Sediment Management (Staging and Transfer) will not be measured separately, but will be considered incidental to the item “Securing, Construction and Dismantling of a Waste Stockpile and Treatment Area”.
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