ITEM NO.  0101130A - ENVIRONMENTAL WORK - SOLIDIFICATION

Description:

Under this item, the Contractor shall be responsible for the solidification of controlled and hazardous materials containing free draining liquids, as may be necessary during the performance of work operations prior to off-site disposal.  Materials shall be dewatered prior to the addition of solidification material.

The Contractor shall submit within seven (7) days of the Notice to Proceed, for the Engineer's review, a detailed methodology and plan of operation for the solidification of materials.

Materials:

The materials used for solidification shall be a naturally occurring material such as diatomaceous earth or other material as approved by the Engineer.  Said material shall be in a dry state prior to use in solidification operations.  No polymers or other synthetic materials shall be allowed.

Construction Methods:

Submittals:
The Contractor shall submit for the Engineer's review, a plan showing the location of solidification material storage and proposed mixing location as well as a detailed narrative describing the equipment, materials and methodology to be used.  The Contractor shall also include its planned methods to remove or drain away free water prior to the addition of any solidification materials to controlled or hazardous materials.  The methodology shall completely describe the Contractor's proposed plan for removal of free liquids (as determined by ASTM) from the excavated materials.  Should solidification fail to eliminate free liquids as proposed, the Contractor will be required to revise the solidification plan at no additional cost to the State.

Upon visual examination, if controlled or hazardous materials have free liquids present, the Contractor may, with concurrence of the Engineer, add dry materials to absorb free-standing liquids, utilizing a methodology accepted by the Engineer.  The Contractor shall dewater controlled and hazardous materials prior to the addition of solidification materials to the satisfaction of the Engineer.  All dewatering fluids shall be handled in accordance with the Contract.  Solidification procedures shall be subject to monitoring by the Engineer.

The maximum quantity of solidification material that may be used by the Contractor shall be limited to twenty (20) percent, by volume, of the material being solidified.  Should this procedure be demonstrated as not effective in the elimination of the presence of free-standing liquids, the Contractor shall submit methods for the removal of free-standing water. The Contractor shall also submit the additional costs of the proposed alternative to the Engineer for review.  No alternative methods of solidification shall be initiated until reviewed and accepted by the Engineer.

Method of Measurement:

This work will be measured for payment as the actual weight of solidification material used by the Contractor.  The Contractor shall demonstrate the amount of solidification material used by the original weight tickets from a certified scale.  The weight tickets shall show the weight of the material brought to the site and subsequently used in solidification operations.  

If no certified scale is available, the Engineer may allow for the calculation of the weight by a summation of sealed, pre-measured bags.

Basis of Payment:

This work will be paid for at the Contract unit price for solidification material used and accepted by the Engineer.  Such price shall include all labor, materials, tools, and equipment incidental to the work including transportation of the materials to the Project and the addition of solidification material to excavated materials.
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